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used as the basis for reporting, as de-
scribed in § 60.747(d)(2)(ii). In this case, 
the owner or operator shall compute 
daily a 3-day rolling average efficiency 
for each individual adsorber vessel. 

(d) Each owner or operator of an af-
fected facility controlled by a con-
densation system and demonstrating 
compliance by the test methods de-
scribed in § 60.743 (a)(1), (2), (b), or (c) 
(which include control device effi-
ciency determinations) or § 60.743(a)(4) 
(short-term liquid material balance) 
shall install, calibrate, maintain, and 
operate, according to the manufactur-
er’s specifications, a monitoring device 
that continuously indicates and 
records the temperature of the con-
denser exhaust stream. 

(e) Each owner or operator of an af-
fected facility controlled by a thermal 
incinerator and demonstrating compli-
ance by the test methods described in 
§ 60.743 (a)(1), (2), (b), or (c) (which in-
clude control device efficiency deter-
minations) shall install, calibrate, 
maintain, and operate, according to 
the manufacturer’s specifications, a 
monitoring device that continuously 
indicates and records the combustion 
temperature of the incinerator. The 
monitoring device shall have an accu-
racy within ±1 percent of the tempera-
ture being measured in Celsius degrees. 

(f) Each owner or operator of an af-
fected facility controlled by a catalytic 
incinerator and demonstrating compli-
ance by the test methods described in 
§ 60.743 (a)(1), (2), (b), or (c) (which in-
clude control device efficiency deter-
minations) shall install, calibrate, 
maintain, and operate, according to 
the manufacturer’s specifications, a 
monitoring device that continuously 
indicates and records the gas tempera-
ture both upstream and downstream of 
the catalyst bed. The monitoring de-
vice shall have an accuracy within ±1 
percent of the temperature being meas-
ured in Celsius degrees. 

(g) Each owner or operator of an af-
fected facility who demonstrates com-
pliance by the test methods described 
in § 60.743(a)(1) or (2) (which include 
vapor capture system efficiency deter-
minations) or § 60.743(a)(4) (short-term 
liquid material balance) shall submit a 
monitoring plan for the vapor capture 
system to the Administrator for ap-

proval with the notification of antici-
pated startup required under § 60.7(a)(2) 
of the General Provisions. This plan 
shall identify the parameter to be mon-
itored as an indicator of vapor capture 
system performance (e.g., the amper-
age to the exhaust fans or duct flow 
rates) and the method for monitoring 
the chosen parameter. The owner or 
operator shall install, calibrate, main-
tain, and operate, according to the 
manufacturer’s specifications, a moni-
toring device that continuously indi-
cates and records the value of the cho-
sen parameter. 

(h) Each owner or operator of an af-
fected facility who demonstrates com-
pliance as described in § 60.743(b) shall 
follow the procedures described in 
paragraph (g) of this section to estab-
lish a monitoring system for the total 
enclosure. 

(i) Each owner or operator of an af-
fected facility shall record time periods 
of mixing or coating operations when 
the emission control device is malfunc-
tioning or not in use. 

(j) Each owner or operator of an af-
fected facility shall record time periods 
of mixing or coating operations when 
each monitoring device is malfunc-
tioning or not in use. 

(k) Records of the measurements and 
calculations required in § 60.743 and 
§ 60.744 must be retained for at least 2 
years following the date of the meas-
urements and calculations. 

§ 60.745 Test methods and procedures. 
Methods in appendix A of this part, 

except as provided under § 60.8(b), shall 
be used to determine compliance as fol-
lows: 

(a) Method 24 is used to determine 
the VOC content in coatings. If it is 
demonstrated to the satisfaction of the 
Administrator that coating formula-
tion data are equivalent to Method 24 
results, formulation data may be used. 
In the event of any inconsistency be-
tween a Method 24 test and a facility’s 
formulation data, the Method 24 test 
will govern. For Method 24, the coating 
sample must be a 1-liter sample col-
lected in a 1-liter container at a point 
in the process where the sample will be 
representative of the coating applied to 
the substrate (i.e., the sample shall in-
clude any dilution solvent or other 

VerDate Aug<04>2004 11:37 Aug 01, 2005 Jkt 205146 PO 00000 Frm 00628 Fmt 8010 Sfmt 8010 Y:\SGML\205146.XXX 205146



619 

Environmental Protection Agency § 60.747 

VOC added during the manufacturing 
process). The container must be tightly 
sealed immediately after the sample is 
collected. Any solvent or other VOC 
added after the sample is taken must 
be measured and accounted for in the 
calculations that use Method 24 re-
sults. 

(b) Method 25 shall be used to deter-
mine VOC concentrations from inciner-
ator gas streams. Alternative Methods 
(18 or 25A), may be used as explained in 
the applicability section of Method 25 
in cases where use of Method 25 is dem-
onstrated to be technically infeasible. 
The owner or operator shall submit no-
tice of the intended test method to the 
Administrator for approval along with 
the notification of the performance 
test required under § 60.8(d) of the Gen-
eral Provisions. Except as indicated in 
paragraphs (b)(1) and (b)(2) of this sec-
tion, the test shall consist of three sep-
arate runs, each lasting a minimum of 
30 minutes. 

(1) When the method is to be used in 
the determination of the efficiency of a 
fixed-bed carbon adsorption system 
with a common exhaust stack for all 
the individual adsorber vessels pursu-
ant to § 60.743 (a)(1), (b), or (c), the test 
shall consist of three separate runs, 
each coinciding with one or more com-
plete system rotations through the ad-
sorption cycles of all the individual 
adsorber vessels. 

(2) When the method is to be used in 
the determination of the efficiency of a 
fixed-bed carbon adsorption system 
with individual exhaust stacks for each 
adsorber vessel pursuant to § 60.743 
(a)(2), (b), or (c), each adsorber vessel 
shall be tested individually. Each test 
shall consist of three separate runs, 
each coinciding with one or more com-
plete adsorption cycles. 

(c) Method 1 or 1A is used for sample 
and velocity traverses; 

(d) Method 2, 2A, 2C, or 2D is used for 
velocity and volumetric flow rates; 

(e) Method 3 is used for gas analysis; 
(f) Method 4 is used for stack gas 

moisture; 
(g) Methods 2, 2A, 2C, or 2D; 3; and 4 

shall be performed, as applicable, at 
least twice during each test run. 

§ 60.746 Permission to use alternative 
means of emission limitation. 

(a) If, in the Administrator’s judg-
ment, an alternative means of emission 
limitation will achieve a reduction in 
emissions of VOC from any emission 
point subject to § 60.742(c) at least 
equivalent to that required by 
§ 60.742(b)(2) or § 60.742(c), respectively, 
the Administrator will publish in the 
FEDERAL REGISTER a notice permitting 
the use of the alternative means. The 
Administrator may condition permis-
sion on requirements that may be nec-
essary to ensure operation and mainte-
nance to achieve the same emission re-
duction as specified in § 60.742(b)(2) or 
§ 60.742(c), respectively. 

(b) Any notice under paragraph (a) of 
this section shall be published only 
after public notice and an opportunity 
for a public hearing. 

(c) Any person seeking permission 
under this section shall submit to the 
Administrator either results from an 
emission test that accurately collects 
and measures all VOC emissions from a 
given control device or an engineering 
evaluation that accurately determines 
such emissions. 

§ 60.747 Reporting and recordkeeping 
requirements. 

(a) For each affected facility subject 
to the requirements of § 60.742(b) and 
(c), the owner or operator shall submit 
the performance test data and results 
to the Administrator as specified in 
§ 60.8(a) of this part. In addition, the 
average values of the monitored pa-
rameters measured at least every 15 
minutes and averaged over the period 
of the performance test shall be sub-
mitted with the results of all perform-
ance tests. 

(b) Each owner or operator of an af-
fected facility subject to the provisions 
specified in § 60.742(c)(3) and claiming 
to use less than 130 Mg of VOC in the 
first year of operation and each owner 
or operator of an affected facility 
claiming to use less than 95 Mg of VOC 
in the first year of operation shall sub-
mit to the Administrator, with the no-
tification of anticipated startup re-
quired under § 60.7(a)(2) of the General 
Provisions, a material flow chart indi-
cating projected VOC use. The owner or 
operator shall also submit actual VOC 
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